Cessna 150M Information Sheet

Engine Data:
Teledyne Continental O-200A, 4 cylinder opposed, 4 stroke engine of 100 horsepower.

Operational speeds at Maximum Gross Weight              KTS
Vso  - Stall speed in landing configuration


42
Vs1 -  Stall speed in clean configuration


47
Vx   -  Best angle of climb speed




56
Vg   -  Best glide speed





65
Vy   -  Best rate of climb speed




65
Vfe  -  Maximum flaps extended speed


         85
Va   -   Maneuvering speed




          97 

Vno -  Maximum structural cruising speed                     107
Vne -  Never exceed speed                                              141
Aircraft Weights
, etc.






Lbs.

Empty Weight







1145

Maximum Ramp Weight (for taxi)



1605

Maximum Takeoff or Landing Weight



1600

Maximum Fuel Weight





  135
Maximum Baggage weight





  120

Maximum Useful Load





  454
Minimum Engine oil capacity



4 Qts.

Maximum Engine oil capacity



6 Qts.

Maximum demonstrated crosswind component
13 Kts.

Maximum student crosswind component

10 Kts.

Battery voltage






12 Volts

Usable fuel capacity





22.5 Gal.

Total fuel capacity





26.0 Gal.

Normal Takeoff




Normal Landing
Flaps – up




Flaps – 40 Degrees

Rotate (Vr) at 50 Kts



Approach (Vref) at 60 Kts
Climb at 65 Kts (Vy)





Short Field Takeoff



Short Field Landing

Flaps – Up 




Flaps – 40 degrees

Rotate (Vr) at 50 Kts



Approach (Vref) at 56 Kts
Climb at 56 Kts (Vx) until obstacle
Retract flaps after 

is cleared




touchdown, apply firm braking

ID Pos. rate 2 sources

Altimeter & VSI

Climb 65 Kts (Vy)

Soft Field Takeoff



Soft Field Landing
Flaps – 10 degrees



         Flaps – 40 degrees

Nose attitude: raise to horizon

Approach (Vref) – 60 Kts
After Liftoff: stay in ground effect
Touchdown gently with

Until 65 Kts, ID Pos. rate 2 sources
power on, hold nose wheel

Flaps – UP 




off ground

Climb 65 Kts (Vy)

